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(57) ABSTRACT

A pluggable modular device is configured for removable
connection to a patch panel. The pluggable modular device
includes an electrical connector for mating with a corre-
sponding electrical connector of the patch panel; and at least
one of scanning electronics for scanning connection ports of
the patch panel and guidance electronics for activating indi-
cators of the patch panel.
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1
DEVICE FOR A PATCH PANEL

This application is a National Stage Application of PCT/
EP2012/056491, filed 11 Apr. 2012, which claims benefit of
Serial No. 1106318.7, filed 14 Apr. 2011 in Great Britain and
which applications are incorporated herein by reference. To
the extent appropriate, a claim of priority is made to each of
the above disclosed applications.

BACKGROUND

The present invention relates to a device for a patch panel,
and in particular to a device for at least one of scanning
connection ports of the patch panel and activating indicators
of the patch panel.

Patch panels are commonly employed in computing net-
works for interfacing with patch cables, the patch cables
carrying data from one location to another. In some applica-
tions, for example in large data-centres, the numbers of patch
cables and corresponding patch panels can become very large
and difficult to maintain and manage.

A known system for managing a large network of patch
cable connections comprises a patch panel with scanning
electronics, the scanning electronics for determining which
of the patch panel’s sockets have patch cables plugged into
them. The scanning electronics may have a communication
interface for feeding the information on the connections back
to a computer. For an example, refer to U.S. Pat. No. 7,160,
143.

A further known system for managing a large network of
patch cable connections comprises a patch panel with guid-
ance electronics for guiding a technician working on the patch
panel connections. The guidance electronics may comprise
lamps that light up above particular patch panel sockets to
indicate which sockets various patch cables are to be inserted/
removed. The control information for the guidance electron-
ics may be received via a communication interface to a com-
puter. Such guidance functions are implemented in, for
example, the PatchView IIM products available from RiT
Technologies Ltd.

One of the drawbacks of such scanning electronics and
guidance electronics is that it typically reduces the expected
lifetime of the patch panel, since it can be more vulnerable to
failure than the remaining electrical/physical elements of the
patch panel.

One method of addressing this problem is to integrate the
scanning and guidance electronics into a central analyser unit,
and to route at least one conductor from each patch panel
socket back to the central analyser unit. However, this results
in a large number of conductors to be routed from the patch
panels and plugged into the analyser unit, and if one part of
the scanning or guidance electronics in the analyser fails, then
typically the whole analyser needs to be replaced.

The replacement of the patch panels and the analyser unit
can also result in significant difficulties in ensuring that the
patch cables that are removed from the old patch panel/analy-
ser are all placed into the correct sockets of the replacement
patch panel/analyser.

SUMMARY

It is therefore an aim of the invention to improve upon
known patch panel scanning and/or guidance systems.

According to an aspect of the invention, there is provided a
pluggable modular device for removable connection to a
patch panel, the pluggable modular device comprising:

5

10

15

20

25

30

35

40

45

50

55

60

65

2

an electrical connector for mating with a corresponding

electrical connector of the patch panel; and

at least one of scanning electronics for scanning connec-

tion ports of the patch panel and guidance electronics for
activating indicators of the patch panel.

The use of a pluggable modular device which can be
plugged in or out of various patch panels to provide scanning
and/or guidance functions means that the failure of the scan-
ning or guidance electronics does not require the removal and
replacement of a large number of cables. The pluggable
modular device can simply be plugged out of the patch panel
and replaced with another replacement pluggable modular
device.

The scanning functionality typically comprises scanning
the connection ports of the patch panel to determine which
connection ports have patch cables connected to them, and the
guidance functionality typically comprises activating various
indicators of the patch panel to indicate to a technician which
connection ports should have patch cables connected/discon-
nected from them.

Advantageously, the pluggable modular device may com-
prise an output connector for sending the scan results to an
evaluation unit, and/or for receiving guidance information
from the evaluation unit.

Furthermore, the output connector of the pluggable modu-
lar device may carry power to the pluggable modular device
to avoid loading the power source(s) available at the patch
panels. The connector may comprise conductors for carrying
serial data, thereby reducing the number of conductors that
are required between the pluggable modular device and the
evaluation unit. The reduced number of conductors may
enable a larger number of pluggable modular devices to be
connected into the evaluation unit.

Alternate connection methods for carrying data between
the pluggable modular device and a central computer may
also be envisaged, for example using wireless technologies.

According to a second aspect of the invention, there is
provided a cable management system comprising at least two
of the pluggable modular devices of the first aspect and
respective patch panels connected to the pluggable modules
by the electrical connectors.

The cable management system may further comprise an
evaluation unit having a plurality of connectors, each connec-
tor electrically connected to the output connector of a respec-
tive pluggable modular device via a serial cable.

Advantageously, the evaluation unit may receive scan
results from the pluggable modular devices and/or send guid-
ance information to the pluggable modular devices. The
evaluation unit may maintain a log of the connections present
in the network and act as a central point for managing the
network. Alternatively, the evaluation unit may simply collate
the scan results and then forward them to a computer, and/or
receive guidance information from a computer and distribute
it to the appropriate pluggable modules.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the invention will now be described with
reference to the accompanying drawings, in which:

FIG. 1 shows a schematic perspective diagram of a known
patch panel;

FIG. 2 shows a schematic diagram of a pluggable modular
device according to an embodiment of the invention for con-
necting to the patch panel of FIG. 1; and
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FIG. 3 shows a schematic diagram of the pluggable modu-
lar device of FIG. 2 when plugged into the patch panel 9 of
FIG. 1 and sending scan results to an evaluation unit.

DETAILED DESCRIPTION

FIG. 1 shows a schematic diagram of a known patch panel
1 as may be used in a cable management system. The patch
panel 1 has two mounting brackets 2 for mounting to a frame,
and has twenty-four RJ45 connectors 3 for connecting to
patch cables. The patch panel further comprises a socket 4
comprising at least twenty-four sense conductors that are
routed from respective ones of the twenty-four connectors 3.
The socket 4 is connected via a cable to a central analyser unit
(not shown in Figs). The central analyser unit comprises
scanning electronics that scans each one of the RJ45 connec-
tors 3 via the socket 4 to determine which of the RJ45 con-
nectors 3 have patch cables connected to them.

The central analyser unit is also connected to other similar
cables from other similar patch panels, and maintains a data-
base (or is connected to another computing device that main-
tains a database based on information from the central analy-
ser unit) of the connection statuses of the connectors of all the
patch panels.

The socket 4 may also include a further set of conductors
connected to twenty-four respective LED lamps (hereinafter
“LEDs) adjacent respective ones of the connectors 3. The
LEDs may be driven by the central analyser unit to indicate to
atechnician which connectors 3 are to have cables plugged or
unplugged from them.

FIG. 2 shows a diagram of a pluggable modular device 5
according to an embodiment of the invention. The pluggable
modular device 5 comprises an electrical connector 10 for
mating with the twenty-four sense conductors of the socket 4
of'the patch panel of FIG. 1. The pluggable modular device 5
comprises scanning electronics 20 for determining which
connectors 3 have patch panels connected to them. The scan-
ning electronics 20 may be similar to the scanning electronics
in known central analyser units, and checks each one of the
sense conductors from the sockets 4 to produce a set of results
specifying which sockets have patch cables connected to
them and which do not.

The pluggable modular device 5 further comprises a trans-
ceiver 30 for transmitting serial data on the scan results from
the scanning electronics via an RJ45 connector 35. The plug-
gable modulular device 5 also comprises guidance electron-
ics including LED drivers 40 for driving the twenty-four
LEDs associated with the twenty-four respective connectors
3 of the patch panel. The transceiver 3 receives guidance
information via the connector 35 specifying which LEDs
should be lit, and the guidance electronics uses the informa-
tion to light the required LEDs.

In this embodiment, the pluggable module includes both
scanning and guidance electronics, although in alternate
embodiments only one of these two possibilities may be
implemented.

The schematic diagram of FIG. 3 shows the pluggable
modular device 5 when attached to the patch panel 1 by
mating the connector 10 with the socket 4. A serial cable 50 is
connected from the RJ45 connector 35 of the pluggable
modular device 5 to a central evaluation unit 60. The serial
cable carries at least one of scan results and guidance infor-
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mation between the pluggable modular device 5 and the
evaluation unit 60, and may further provide a power supply
for powering the pluggable modular device 5 from the evalu-
ation unit 60. The evaluation unit 60 may also receive serial
cables from further pluggable modules and associated patch
panels.

The evaluation unit 60 is similar to known analyser units,
but it does not have to include scanning and/or guidance
electronics as these are now present in the pluggable module.
Furthermore, the evaluation unit only requires a serial RJ45
connector to service a whole patch panel with twenty-four
sockets, instead of a much larger connector having at least
twenty-four conductors for directly connecting to the sense
conductors of the patch panel.

Upon failure of the scanning and/or guidance electronics of
a pluggable modular device, the pluggable modular device
can be simply replaced by another pluggable modular device,
without having to disconnect and reconnect large numbers of
cables.

Many other embodiments falling within the scope of the
appended claims will also be apparent to those skilled in the
art.

The invention claimed is:

1. A cable management system comprising:

a patch panel defining a plurality of connectors and a
socket, the patch panel also including a plurality of sense
conductors, each sense conductor connecting one of the
connectors to the socket; and

apluggable modular device including a first connector and
a second connector, the first connector being plugged
into the socket, the second connector being accessible
when the first connector is plugged into the socket, the
pluggable modular device including scanning electron-
ics and a transceiver for sending data obtained by the
scanning electronics to the second connector.

2. The cable management system of claim 1, further com-
prising a data cable that electrically connects to the second
connector of the pluggable modular device.

3. The cable management system of claim 2, further com-
prising a central evaluation unit that electrically connects to
the data cable.

4. The cable management system of claim 3, wherein the
central evaluation unit does not include scanning electronics.

5. The cable management system of claim 1, wherein the
patch panel includes a respective LED lamp corresponding to
each connector, and the pluggable modular device includes
guidance electronics.

6. The cable management system of claim 5, further com-
prising a data cable that electrically connects to the second
connector of the pluggable modular device.

7. The cable management system of claim 6, further com-
prising a central evaluation unit that electrically connects to
the data cable.

8. The cable management system of claim 7, wherein the
central evaluation unit does not include scanning electronics.

9. The cable management system of claim 5, wherein upon
failure of the scanning electronics and/or guidance electron-
ics, the pluggable modular device can be replaced by another
pluggable modular device without having to disconnect and
reconnect a large number of cables.

#* #* #* #* #*



